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Switches

 

6.2 x 6.2 mm Sealed Tactile Switch

See below: 
Approvals and Compliances

Description
-	6.2 x 6.2 mm Sealed Tactile Switch

Unique Selling Proposition
-	Compact size 6.2 x 6.2 mm
-	Waterproof: IP67-rated
-	Various actuation forces and heights available
-	Flexible termination options: Gullwing or J-type terminals

Applications
-	Industrial appliances
-	High-end consumer
-	Power tools
-	Instrumentation
-	Medical

Weblinks
pdf data sheet, html datasheet, General Product Information, CAD-
Drawings, Product News, Detailed request for product

Technical Data
Electrical Data
Switching Voltage 1 VDC - 30 VDC
Switching current 10 µA- 50 mA
Lifetime 5000,000 for 1.45 N and 2.5 N | 

300,000 for 4 N (Please consult our 
sales for 10M long life for 3.5 mm, 1.45 
N specific part number)

Contact Resistance max. 100 mΩ
Insulation Resistance > 100 MΩ
Dielectric Strength No breakdown at 250 VAC (50Hz~60Hz, 

1min)
Mechanical Data
Actuating Force 1.45 N, 2.5 N, 4 N
Actuating Travel 1.45 N: 0.3 + 0.2/ -0.1 mm

2.5 N: 0.35 + 0.25/ -0.15 mm 
4 N: 0.5 ± 0.2 mm 

 
Climatical Data
Operating Temperature -40 °C - 85 °C
Storage Temperature -40 °C - 85 °C
IP-Protection IP67
Soldering Data
Soldering Methods Reflow 
Solderability 260 °C max. 5 sec
Material
Terminals Ag-plated Brass 
Contact Ag-plated Stainless Steel 
Cover Stainless Steel 
Base Thermoplastic (PA/PPS) 
Actuator Silicone 

Approvals and Compliances

Detailed information on product approvals, code requirements, usage instructions and detailed test conditions can be looked up in  Details about 
Approvals 
 
 
SCHURTER products are designed for use in industrial environments. They have approvals from independent testing bodies according to national 
and international standards. Products with specific characteristics and requirements such as required in the automotive sector according to IATF 
16949, medical technology according to ISO 13485 or in the aerospace industry can be offered exclusively with customer-specific, individual agree-
ments by SCHURTER.

Compliances
The product complies with following Guide Lines

Identification Details Initiator Description

RoHS SCHURTER AG Directive RoHS 2011/65/EU, Amendment (EU) 2015/863

China RoHS SCHURTER AG The law SJ / T 11363-2006 (China RoHS) has been in force since 1 March 
2007. It is similar to the EU directive RoHS.

REACH SCHURTER AG On 1 June 2007, Regulation (EC) No 1907/2006 on the Registration, 
Evaluation, Authorization and Restriction of Chemicals 1 (abbreviated as 
"REACH") entered into force.

https://www.schurter.com/en/PG09
https://www.schurter.com/en/datasheet/typ_TCS6F.pdf?utm_source=PDF_Files&utm_medium=TCS6F&utm_campaign=Weblinks
https://www.schurter.com/en/datasheet/TCS6F?&utm_source=PDF_Files&utm_medium=TCS6F&utm_campaign=Weblinks
https://www.schurter.com/en/FAQ
https://www.schurter.com/en/cad
https://www.schurter.com/en/cad
https://www.schurter.com/en/Newsroom?sbu=Switches
https://www.schurter.com/en/Contacts/Contact-Form?type=TCS6F
https://www.schurter.com/en/Components/Connectors/General-Product-Information#1.1
https://www.schurter.com/en/Components/Connectors/General-Product-Information#1.1
https://www.schurter.com/en/rohs
https://www.schurter.com/en/China-RoHS
https://www.schurter.com/en/REACH
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Dimension [mm]
SMD version (Gullwing) 
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H (mm) : 3.5 mm | *4.3 mm | 4.9 mm | 5.2 mm (*Note: Please consult your regional sales for 4.3 mm height) 
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J-Type 
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Tape & Reel dimension 
J-Type Switch height 3.5 mm
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J-Type Switch height 5.2 mm 
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Gullwing Switch height 3.5 mm 
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Gullwing Switch height 4.9 mm or 5.2 mm 
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Order number key
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Variants
 
Type Height Terminal type Actuating 

Force
Actuator color Actuator 

sound
Packaging 
unit [PCS]

Config. Code Order Number

TCS6F 3.5mm Gullwing 1.45N white standard 1500 TCS6F-H70-A-S-4-M-WT-C-S 3-164-502

TCS6F 3.5mm J-Type 1.45N white standard 1500 TCS6F-H70-A-S-5-M-WT-C-S 3-164-503

TCS6F 3.5mm Gullwing 2.5N white standard 1500 TCS6F-H70-A-S-4-K-WT-C-S 3-164-504

TCS6F 3.5mm J-Type 2.5N white standard 1500 TCS6F-H70-A-S-5-K-WT-C-S 3-164-505

TCS6F 3.5mm Gullwing 1.45N white click 1500 TCS6F-H70-A-S-4-M-WT-C-C 3-164-506

TCS6F 3.5mm J-Type 1.45N white click 1500 TCS6F-H70-A-S-5-M-WT-C-C 3-164-507

TCS6F 3.5mm Gullwing 2.5N white click 1500 TCS6F-H70-A-S-4-K-WT-C-C 3-164-508

TCS6F 3.5mm J-Type 2.5N white click 1500 TCS6F-H70-A-S-5-K-WT-C-C 3-164-509

TCS6F 3.5mm Gullwing 1.45N red standard 1500 TCS6F-H70-A-S-4-M-RD-C-S 3-164-510

TCS6F 3.5mm J-Type 1.45N red standard 1500 TCS6F-H70-A-S-5-M-RD-C-S 3-164-511

TCS6F 3.5mm Gullwing 2.5N red standard 1500 TCS6F-H70-A-S-4-K-RD-C-S 3-164-512

TCS6F 3.5mm J-Type 2.5N red standard 1500 TCS6F-H70-A-S-5-K-RD-C-S 3-164-513

TCS6F 3.5mm Gullwing 1.45N red click 1500 TCS6F-H70-A-S-4-M-RD-C-C 3-164-514

TCS6F 3.5mm J-Type 1.45N red click 1500 TCS6F-H70-A-S-5-M-RD-C-C 3-164-515

TCS6F 3.5mm Gullwing 2.5N red click 1500 TCS6F-H70-A-S-4-K-RD-C-C 3-164-516

TCS6F 3.5mm J-Type 2.5N red click 1500 TCS6F-H70-A-S-5-K-RD-C-C 3-164-517

TCS6F 4.3mm Gullwing 1.45N white standard 1000 TCS6F-H04-A-S-4-M-WT-C-S 3-164-518

TCS6F 4.3mm J-Type 1.45N white standard 1000 TCS6F-H04-A-S-5-M-WT-C-S 3-164-519

TCS6F 4.3mm Gullwing 2.5N white standard 1000 TCS6F-H04-A-S-4-K-WT-C-S 3-164-520

TCS6F 4.3mm J-Type 2.5N white standard 1000 TCS6F-H04-A-S-5-K-WT-C-S 3-164-521

TCS6F 4.3mm Gullwing 1.45N white click 1000 TCS6F-H04-A-S-4-M-WT-C-C 3-164-522

TCS6F 4.3mm J-Type 1.45N white click 1000 TCS6F-H04-A-S-5-M-WT-C-C 3-164-523

TCS6F 4.3mm Gullwing 2.5N white click 1000 TCS6F-H04-A-S-4-K-WT-C-C 3-164-524

TCS6F 4.3mm J-Type 2.5N white click 1000 TCS6F-H04-A-S-5-K-WT-C-C 3-164-525

TCS6F 4.3mm Gullwing 1.45N purple standard 1000 TCS6F-H04-A-S-4-M-PL-C-S 3-164-526

TCS6F 4.3mm J-Type 1.45N purple standard 1000 TCS6F-H04-A-S-5-M-PL-C-S 3-164-527

TCS6F 4.3mm Gullwing 2.5N purple standard 1000 TCS6F-H04-A-S-4-K-PL-C-S 3-164-528

TCS6F 4.3mm J-Type 2.5N purple standard 1000 TCS6F-H04-A-S-5-K-PL-C-S 3-164-529

TCS6F 4.3mm Gullwing 1.45N purple click 1000 TCS6F-H04-A-S-4-M-PL-C-C 3-164-530

TCS6F 4.3mm J-Type 1.45N purple click 1000 TCS6F-H04-A-S-5-M-PL-C-C 3-164-531

TCS6F 4.3mm Gullwing 2.5N purple click 1000 TCS6F-H04-A-S-4-K-PL-C-C 3-164-532

TCS6F 4.3mm J-Type 2.5N purple click 1000 TCS6F-H04-A-S-5-K-PL-C-C 3-164-533

TCS6F 4.9mm Gullwing 1.45N white standard 1000 TCS6F-H71-A-S-4-M-WT-C-S 3-164-534

TCS6F 4.9mm J-Type 1.45N white standard 1000 TCS6F-H71-A-S-5-M-WT-C-S 3-164-535

TCS6F 4.9mm Gullwing 2.5N white standard 1000 TCS6F-H71-A-S-4-K-WT-C-S 3-164-536

TCS6F 4.9mm J-Type 2.5N white standard 1000 TCS6F-H71-A-S-5-K-WT-C-S 3-164-537

TCS6F 4.9mm Gullwing 1.45N white click 1000 TCS6F-H71-A-S-4-M-WT-C-C 3-164-538

TCS6F 4.9mm J-Type 1.45N white click 1000 TCS6F-H71-A-S-5-M-WT-C-C 3-164-539

TCS6F 4.9mm Gullwing 2.5N white click 1000 TCS6F-H71-A-S-4-K-WT-C-C 3-164-540

TCS6F 4.9mm J-Type 2.5N white click 1000 TCS6F-H71-A-S-5-K-WT-C-C 3-164-541

TCS6F 4.9mm Gullwing 1.45N yellow standard 1000 TCS6F-H71-A-S-4-M-YL-C-S 3-164-542

TCS6F 4.9mm J-Type 1.45N yellow standard 1000 TCS6F-H71-A-S-5-M-YL-C-S 3-164-543

TCS6F 4.9mm Gullwing 2.5N yellow standard 1000 TCS6F-H71-A-S-4-K-YL-C-S 3-164-544

TCS6F 4.9mm J-Type 2.5N yellow standard 1000 TCS6F-H71-A-S-5-K-YL-C-S 3-164-545

TCS6F 4.9mm Gullwing 1.45N yellow click 1000 TCS6F-H71-A-S-4-M-YL-C-C 3-164-546

https://www.schurter.com/en/PG09
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Type Height Terminal type Actuating 
Force

Actuator color Actuator 
sound

Packaging 
unit [PCS]

Config. Code Order Number

TCS6F 4.9mm J-Type 1.45N yellow click 1000 TCS6F-H71-A-S-5-M-YL-C-C 3-164-547

TCS6F 4.9mm Gullwing 2.5N yellow click 1000 TCS6F-H71-A-S-4-K-YL-C-C 3-164-548

TCS6F 4.9mm J-Type 2.5N yellow click 1000 TCS6F-H71-A-S-5-K-YL-C-C 3-164-549

TCS6F 5.2mm Gullwing 1.45N white standard 1000 TCS6F-H72-A-S-4-M-WT-C-S 3-164-550

TCS6F 5.2mm J-Type 1.45N white standard 1000 TCS6F-H72-A-S-5-M-WT-C-S 3-164-551

TCS6F 5.2mm Gullwing 2.5N white standard 1000 TCS6F-H72-A-S-4-K-WT-C-S 3-164-552

TCS6F 5.2mm J-Type 2.5N white standard 1000 TCS6F-H72-A-S-5-K-WT-C-S 3-164-553

TCS6F 5.2mm Gullwing 1.45N white click 1000 TCS6F-H72-A-S-4-M-WT-C-C 3-164-554

TCS6F 5.2mm J-Type 1.45N white click 1000 TCS6F-H72-A-S-5-M-WT-C-C 3-164-555

TCS6F 5.2mm Gullwing 2.5N white click 1000 TCS6F-H72-A-S-4-K-WT-C-C 3-164-556

TCS6F 5.2mm J-Type 2.5N white click 1000 TCS6F-H72-A-S-5-K-WT-C-C 3-164-557

TCS6F 5.2mm Gullwing 1.45N blue standard 1000 TCS6F-H72-A-S-4-M-BL-C-S 3-164-558

TCS6F 5.2mm J-Type 1.45N blue standard 1000 TCS6F-H72-A-S-5-M-BL-C-S 3-164-559

TCS6F 5.2mm Gullwing 2.5N blue standard 1000 TCS6F-H72-A-S-4-K-BL-C-S 3-164-560

TCS6F 5.2mm J-Type 2.5N blue standard 1000 TCS6F-H72-A-S-5-K-BL-C-S 3-164-561

TCS6F 5.2mm Gullwing 1.45N blue click 1000 TCS6F-H72-A-S-4-M-BL-C-C 3-164-562

TCS6F 5.2mm J-Type 1.45N blue click 1000 TCS6F-H72-A-S-5-M-BL-C-C 3-164-563

TCS6F 5.2mm Gullwing 2.5N blue click 1000 TCS6F-H72-A-S-4-K-BL-C-C 3-164-564

TCS6F 5.2mm J-Type 2.5N blue click 1000 TCS6F-H72-A-S-5-K-BL-C-C 3-164-565

TCS6F 4.3mm J-Type 4.0N white standard 1000 TCS6F-H04-A-S-5-G-WT-C-S 3-164-566

TCS6F 4.3mm Gullwing 4.0N white standard 1000 TCS6F-H04-A-S-4-G-WT-C-S 3-164-567

TCS6F 4.3mm J-Type 4.0N white click 1000 TCS6F-H04-A-S-5-G-WT-C-C 3-164-568

TCS6F 4.3mm Gullwing 4.0N white click 1000 TCS6F-H04-A-S-4-G-WT-C-C 3-164-569

Availability for all products can be searched real-time:https://www.schurter.com/en/info-center/support-tools/stock-check-distributors

Packaging unit  Tape & Reel 

The specifications, descriptions and illustrations indicated in this document are based on current 
information. All content is subject to modifications and amendments. Information furnished is believed 
to be accurate and reliable. However, users should independently evaluate the suitability and test each 
product selected for their own applications.
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